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HIGH SPEED SPINDLES

High speed spindle HSL1

High speed spindle HSL2

Characteristics:
u maximum continuous rating: 

0.3 KW, 100% continuous duty
u Revolutions: up to 80000 rev./min.
u also suitable for smallest engraving 

applications

Characteristics:
u maximum continuous rating: 

14 KW, 100% continuous duty
u 5000 up to 60000 rev./min

u
u short and slim shape allows

plunging into narrow moulds

u also suitable for smallest engraving 
applications

u short and slim shape allows
plunging into narrow moulds

Capacity- and torque-characteristic curve HSL 1 up to 80000 rev/min.

Capacity- and torque-characteristic curve HSL 2 up to 60000 rev/min.
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초소형 초정밀 초경 드릴 및 엔드밀(일본)
- 드릴 직경 Ø 0.02부터
- 엔드밀 직경 Ø 0.05부터
- Ø 0.01단위 표준품 생산
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HIGH SPEED SPINDLES

High speed spindle HSL1

High speed spindle HSL2

Characteristics:
u maximum continuous rating: 

0.3 KW, 100% continuous duty
u Revolutions: up to 80000 rev./min.
u also suitable for smallest engraving 

applications

Characteristics:
u maximum continuous rating: 

14 KW, 100% continuous duty
u 5000 up to 60000 rev./min

u
u short and slim shape allows

plunging into narrow moulds

u also suitable for smallest engraving 
applications

u short and slim shape allows
plunging into narrow moulds

Capacity- and torque-characteristic curve HSL 1 up to 80000 rev/min.

Capacity- and torque-characteristic curve HSL 2 up to 60000 rev/min.
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초소형 초정밀 초경 드릴 및 엔드밀(일본)
- 드릴 직경 Ø 0.02부터
- 엔드밀 직경 Ø 0.05부터
- Ø 0.01단위 표준품 생산
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werkzeuge für composites – titan – kunststoff
tools for composites - titanium - plastics
outils pour composites -  titane - plastique
herramientas para compuestos -  titanio - plástico
utensili per materiali composti -  titanio - plastica
Инструменты для композитов – титан - пластмасса

난삭재 가공용 전용 절삭공구
자동차 관련 스페셜 공구(일본)

JK TOOL 주식회사는 자동차 관련 특수 공구를 전문 적으로 설계 및 제조하는 메이커로 수십 년간 축적된 툴링 경험으로, 

세계유수의 엔진 가공용 자동차 생산 메이커에 공구를 공급하여왔다. 또한 토탈 툴링을 추구하는 공구 메이커의 특수 공구를 

설계 및 제조하여 공급 하고 있습니다.

◈ 제작하는 제품 샘플

자동차엔진 가공용 

라인보링 툴 과 갱아버

자동차엔진 가공용 보아보링 툴
전용기 및 머시닝 센터 모두
적용 가능합니다.

엔진블록

엔진블록 라인보링바 갱 아바


